
Inspection Date: Inspection Performed By: 

Pass Fail
WALK-AROUND INSPECTION

1 ☐ ☐
2 ☐ ☐
3 ☐ ☐
4 ☐ ☐

TANK INSPECTION
5 ☐ ☐
6 ☐ ☐
7 ☐ ☐
8 ☐ ☐
9 ☐ ☐

10 ☐ ☐

11 ☐ ☐

12 ☐ ☐
13 ☐ ☐
14 ☐ ☐
15 ☐ ☐

PIPING & PLUMBING
16 ☐ ☐
17 ☐ ☐
18 ☐ ☐

19 ☐ ☐

PTO SYSTEM (IF EQUIPPED)
20 ☐ ☐
21 ☐ ☐
22 ☐ ☐
23 ☐ ☐
24 ☐ ☐

25 ☐ ☐

Identify worn, loose, or missing parts
Check condition of steel, paint, rust/corrosion

Maintenance / Inspection Item Notes Tech Initials

Inspect for leaks (water / air / hydraulic / fuel)

Check for cracks or compromised welds
Verify baffles secure and in place

Note any irregularities or damage

Inspect tank interior/exterior steel condition

Verify tank mounting hardware secure and torqued to factory 
spec
Inspect rubber mounting pads between tank subframe and 
chassis rails

Inspect interior coating (if equipped)
Inspect exterior paint and corrosion buildup

Verify safe-walk/tape/steel installed and in safe condition
Confirm fill cap tightens properly

Inspect ladder integrity (no broken rungs/components)
Verify safety decals present and legible

Check piping for rust or corrosion
Leak-check system under pressure (valves closed, where 
applicable)

Inspect piping for secure fastening and leaks
Inspect couplings for strong, leak-free connections

Mechanical PTO: inspect driveline fasteners; grease as require
Hydraulic PTO: inspect hoses/fittings/clamping

Verify PTO attachment torque to transmission
Inspect PTO for leaks

REPTO/FEPTO: inspect driveline security; grease as required
Listen for abnormal engagement noise 
(whine/grind/vibration)

PRE-SEASON/OFF-SEASON MAINTENANCE & REPAIR CHECKLIST

This checklist is intended as a guide for use in your shop during low-usage periods. It outlines recommended inspection, 
service, and maintenance touch points to help ensure safe and reliable operation and prevent unexpected failures. Perform all 
work in accordance with applicable safety procedures and manufacturer recommendations.
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Pass FailMaintenance / Inspection Item Notes Tech Initials
PUMP & SUCTION

26 ☐ ☐
27 ☐ ☐
28 ☐ ☐
29 ☐ ☐
30 ☐ ☐
31 ☐ ☐
32 ☐ ☐
33 ☐ ☐
34 ☐ ☐

DISCHARGE VALVES / AIR SYSTEM
35 ☐ ☐
36 ☐ ☐
37 ☐ ☐
38 ☐ ☐

39 ☐ ☐

40 ☐ ☐
41 ☐ ☐

42 ☐ ☐

43 ☐ ☐
44 ☐ ☐
45 ☐ ☐

HYDRAULIC SYSTEM (IF EQUIPPED)
46 ☐ ☐
47 ☐ ☐
48 ☐ ☐
49 ☐ ☐
50 ☐ ☐

HOSE REELS
51 ☐ ☐
52 ☐ ☐
53 ☐ ☐

TURRET MONITORS
54 ☐ ☐
55 ☐ ☐
56 ☐ ☐
57 ☐ ☐

Inspect water pump for leaks; reseal as required
Inspect impeller, suction head, and rotating seal wear

Inspect suction hoses and foot valves
Inspect internal foot valve gasket

Verify pump mounting fasteners secure
Check waterend bearing housing lubrication

Inspect front supply hose and tighten connection points

Inspect discharge orifices; clean/flush as required

Inspect hand primer diaphragm
Inspect fill line hose

Inspect for rust and corrosion
Verify impact adjustment ring/collar security and smooth 
adjustment

Verify fasteners and couplings secure
Rebuild valves per interval as required

Spray valves with soapy water to identify leaks under 
pressure
Inspect/replace air filter element

Air-actuated valves: clean release valve; inspect air lines
Inspect and repair air/water leaks

Replace hydraulic filter element
Change hydraulic oil as required

Check and adjust air pressure regulator
Service air/water separator

Inspect reservoir sight glass (clear/readable)

Inspect reels and connections for leaks

Inspect hoses, adapters, fittings, clamps, fasteners
Clean/inspect hydraulic reservoir breather cap

Inspect fasteners and connectors
Grease swivel joints as required

Unwind/rewind hose; grease as required
Remove kinks; straighten supply and discharge hoses

Verify horizontal and vertical rotation meets factory spec
Verify nozzle operates through full fog-to-stream range
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Pass FailMaintenance / Inspection Item Notes Tech Initials
ELECTRICAL, LIGHTING & SAFETY

58 ☐ ☐
59 ☐ ☐
60 ☐ ☐

61 ☐ ☐

62 ☐ ☐
63 ☐ ☐
64 ☐ ☐

65 ☐ ☐

MISC. NOTES:

Verify all lighting functional and visible
Clean electrical plugs; apply dielectric grease as required

Verify rear, side, and front cameras operational
Cold-weather: verify drains at tank, pump, valves, and low 
points; drain fully

Verify sight glass (visual and electronic) operation
Test backup alarm

Verify wiring secured away from heat, movement, sharp edges
Verify grommets installed where wiring passes through 
metal/fiberglass
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